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records must be retained for 3 years
after each annual internal inspection.

(e) The applicant shall submit a de-
scription of its overall organizational
structure as it applies to the radiation
safety responsibilities in well logging,
including specified delegations of au-
thority and responsibility.

(f) If an applicant wants to perform
leak testing of sealed sources, the ap-
plicant shall identify the manufactur-
ers and the model numbers of the leak
test kits to be used. If the applicant
wants to analyze its own wipe samples,
the applicant shall establish proce-
dures to be followed and submit a de-
scription of these procedures to the
Commission. The description must in-
clude the—

(1) Instruments to be used,

(2) Methods of performing the anal-
ysis; and

(3) Pertinent experience of the person
who will analyze the wipe samples.

§39.15 Agreement with well owner or
operator.

(a) A licensee may perform well log-
ging with a sealed source only after the
licensee has a written agreement with
the employing well owner or operator.
This written agreement must identify
who will meet the following require-
ments:

(1) If a sealed source becomes lodged
in the well, a reasonable effort will be
made to recover it.

(2) A person may not attempt to re-
cover a sealed source in a manner
which, in the licensee’s opinion, could
result in its rupture.

(3) The radiation monitoring required
in §39.69(a) will be performed.

(4) If the environment, any equip-
ment, or personnel are contaminated
with licensed material, they must be
decontaminated before release from
the site or release for unrestricted use;
and

(5) If the sealed source is classified as
irretrievable after reasonable efforts at
recovery have been expended, the fol-
lowing requirements must be imple-
mented within 30 days:

(i) Each irretrievable well logging
source must be immobilized and sealed
in place with a cement plug.

(i) A means to prevent inadvertent
intrusion on the source, unless the
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source is not accessible to any subse-
quent drilling operations; and

(ifi) A permanent identification
plaque, constructed of long lasting ma-
terial such as stainless steel, brass,
bronze, or monel, must be mounted at
the surface of the well, unless the
mounting of the plaque is not prac-
tical. The size of the plaque must be at
least 17 cm [7 inches] square and 3 mm
[¥s-inch] thick. The plaque must con-
tain—

(A) The word “CAUTION"’;

(B) The radiation symbol (the color
requirement in §20.1901(a) need not be
met);

(C) The date the source was aban-
doned;

(D) The name of the well owner or
well operator, as appropriate;

(E) The well name and well identi-
fication number(s) or other designa-
tion;

(F) An identification of the sealed
source(s) by radionuclide and quantity;

(G) The depth of the source and depth
to the top of the plug; and

(H) An appropriate warning, such as,
“DO NOT RE-ENTER THIS WELL.”

(b) The licensee shall retain a copy of
the written agreement for 3 years after
the completion of the well logging op-
eration.

(c) A licensee may apply, pursuant to
§39.91, for Commission approval, on a
case-by-case basis, of proposed proce-
dures to abandon an irretrievable well
logging source in a manner not other-
wise authorized in paragraph (a)(5) of
this section.

(d) A written agreement between the
licensee and the well owner or operator
is not required if the licensee and the
well owner or operator are part of the
same corporate structure or otherwise
similarly affiliated. However, the li-
censee shall still otherwise meet the
requirements in paragraphs (a)(1)
through (a)(5).

[52 FR 8234, Mar. 17, 1987, as amended at 56
FR 23472, May 21, 1991; 58 FR 67660, Dec. 22,
1993; 65 FR 20344, Apr. 17, 2000]

§39.17 Request for written statements.

Each license is issued with the condi-
tion that the licensee will, at any time
before expiration of the license, upon
the Commission’s request, submit writ-
ten statements, signed under oath or
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